<table>
<thead>
<tr>
<th>Cartridge Length</th>
<th>Inlet/Outlet Connection</th>
<th>Cartridge Connection</th>
<th>Gasket Material</th>
<th>Interior/Exterior Finish</th>
</tr>
</thead>
<tbody>
<tr>
<td>10”</td>
<td>1 1/2” Tri Clamp</td>
<td>-226 Code 7</td>
<td>EPDM</td>
<td>Electropolished</td>
</tr>
<tr>
<td>20”</td>
<td>BBP</td>
<td>- Viton</td>
<td>EP</td>
<td>Beadblast &amp; Passivate</td>
</tr>
<tr>
<td>30”</td>
<td>Silicone</td>
<td>1/6/15</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**SANITARY 1 ROUND GAS FILTER HOUSING**

- **1/2” TRI−CLAMP VENT**
- 14.25” Ø
- 4” TRICLAMP CONNECTION W/ HD BOLTED CLAMP & EPDM GASKET
- 17.00”
- 21.25” (10” CARTRIDGE)
- 1 1/2” TRICLAMP INLET
- REMOVABLE 1 1/2” TRICLAMP OUTLET ASSEMBLY W/ 3” TRICLAMP CONNECTION, HD BOLTED CLAMP & EPDM GASKET
- 226 CODE 7
- 3.25”
- 4.50” Ø
- 3.31”
- 4.25”
- 2.75”
- 7.75”